
ZON ZAC-60 Mounting Template

** Verify that this page has been printed to scale before using **

Notes:

1. For use only with ZON ZAC-60 
amplifier/controller.

2. Do not use this template if you are 
using a ZON RIB-60 rough-in bracket.

3. Mounting height center should be 
located  between 52” and 56” AFF.

4. Avoid mounting ZAC-60 in exterior 
walls.

5. Do not mount ZAC-60 in wet locations
6. Remove insulation behind mounting 

hole before installing ZAC-60..

Mounting Center Centro del Mantaje

ZAC-60 Mounting Hole
Cutout Template

ZAC-60 Cutout Template
Part # 1680069, Rev A, February 2003
Printed in China

52” - 56” AFF 

Notas:

1. Utilizar solamente con ZON ZAC-60 
amplificador/regulador.

2. No utilizar este plantilla si usted ser 
usando uno ZON RIB-60 a'spero-en 
soporte.

3. Montaje altura centro deber ser localizar 
entre 52"y 56" AFF.

4. Evitar montaje ZAC-60 en exterior pared.
5. No montar ZAC-60 en mojado 

localización.
6. Quite el aislamiento detrás del agujero 

de montaje antes de instalar

ZAC-60 Plantilla para Recorte
Part # 1680069, Rev A, Febrero 2003
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